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Apollo GX50 GPS and GX60/65 GPS/Comm
[1 Morrow Inc. STC Document
2345 Turner Rd SE July 30, 1998
Salem, OR 97302 Part #: 560-0926-00 Rev B
STC SA00504SE

STC SA00504SE is a multiple STC for VFR/IFR installations of Ap@k50 TSO-C129 Al
(Supplemental Oceanic, Enroute, Terminal, and Non-Precision Approach operations) GPS,
Apollo GX60 Combined TSO-C129 A1 GPS and TSO C-37d, C-38d, and C-128 VHF Airband
Communications Radio, or Apoll&X65 Combined TSO-C129 A2 (Supplemental Oceanic,
Enroute, and Terminal operations) GPS and TSO C-37d, C-38d, and C-128 VHF Airband
Communications Radio in Partenavia P68 Series aircraft. This STC is acceptable data for similar
installations in other types of aircraft. The data provided with the Apollo GX50, GX60, or
GX65, and this STC, should be adequate for nearly any follow-on aircraft installation.

Follow-on installations, in other types of aircraft, should follow the appropriate guidance in FAA
AC 20-138 for GPS navigation and in AC 20-67b for VHF Comm radios (or the most recent
version of this FAA guidance document).

This STC, and the data associated with it, may be used with this written permission of
[l Morrow Inc. by Il Morrow dealers, installers, and customers for the sole and express
purpose of installation and approval of installation of 1| Morrow Apollo systemsonly.

This STC is provided along with FAA-approved STC data.

The STC data includes an FAA approved Airplane Flight Manual Supplement or Supplemental
Airplane Flight Manual (for IFR installations). This may be used as a guideline in the
preparation of AFM Supplements or Supplemental Flight Manuals for follow-on installation
approval.

NOTE: An AFM Supplement is not normally required for VFR Limited installations as long
as a placard is provided: "GPS Limited to VFR use only" in accordance with AC 20-
138 paragraph 7.c.(1)(ii) (D). Refer to AC 20-138 paragraph 9.a. "Flight Manual
Supplement".

© Copyright 1998 Il Morrow, Inc. All rights reserved.
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Apollo GX50 GPS and GX60/65 GPS/Comm

STC Document Il Morrow Inc.

July 30, 1998 2345 Turner Rd. SE

Part #: 560-0926-00 Rev B Salem, OR 97302
Witiheh States of Akt

Beprmtineut of Teswssprotsfion—Nederal Avkafion Abeinisteation
Supplementyl Type Tertificute
Nownder SAD0S04SE

This certifbvats, issued o 1! Morrow, Inc.
2345 Turner Road SE
Salem, OR 97302

Lcretlr a1 guecilsd Hereon meeld te airwsrdliness meguiemenss st Fart 35 of the Fodenet Hoiation

Spalistions .

Grigizad Pt — e Covtidboat Niuridor: AZEU
W AT Partenavia
A PBSC

rsewgntion of che Tpgne Pessgn Ehangsr Installation of the If Momow Global Positioning System (GPS) Model
GXE0 or GPS/Comm Maodel GX80, per the 1| Morrow Master Drawing 560-0870-00, Revision -, dated December
15, 1957, or later FAA approved revisions; or Installation of the Il Morrow GP'S Model GX50 or GPS/Camm
Models GXG0 or GXB5, per Il Morrow Master Drawing 580-0870-01, Revision -, dated June 23, 1998, or later FAA

approved revigions,

Soredtindinned e Bopvadedioed Appraval of this changa in type design applies o the above mode! aircraft
equipped with & GPS and GPS/Comm. This approval should not be exdended o other aircraft of these models on
which othar provigusly appoved medifications are incarperated unless it is determined by the installer that the
refationship betweenh this changes and any of thase other previously approved modifications, including changeas in
type design, will introduce no adverse effect upon the airvorthiness of that aircraft. A copy of this Certificate and
the FAA Approved Flight Manual Supplement {AFMS) must be maintained as part of the permanent records for

the modified aircraft,

If the holder agrees to pemift ancther persen o use this Certificate to alter the product, the holder shall give the
other person written evidence of that permission.
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Dirte s essvmnas- March 26, 1928 s smserestodls July 23, 1998

s alirction of tle Ndnindstvalse
=t .
— VA—=¥  (Signature)

Acting Manager, Saattie Alroraft
Certification Office
{Title)

Any slterarion of thic certificare is punichable by 3 fine of ot exceeding $2,00¢), or imprisonment pot exceeding 3 years, or both.
Thiz cortificate may be pansferred in accordance with FAR 21 47

FAA Fora B 1 0-2{10-B8}

tilisishaontvoin el o .

This certificate may be transferred in accordance with FAR 21.47.
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